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(57) Abstract: The invention relates to an at least three-layered, coextruded, tubular shaped, biaxial] y stretched, seamless tube cov- 
ering, containing, described from the outside inward, a) an outer layer A containing a polyamide or a mixture or several polyamides 
as main components b) optionally, a layer B comprising oxygen inhibiting characteristics, c\ optionally, a core layer C containing 
a polyamide or a mixture of several polyamides as main components, d) a layer D acting in an adhesive manner in relation to the 
adjacent layers C, B or A and the adjacent layer E, e) an inner layer E containing a polyamide or a mixture of several polyamides as 
main components, f) optionally, additional layers and additives, and g) at least one natural fibre layer having a fibre length ranging 
from 5- 10 000 ?m and/or a mixture of natural fibres made of various types of fibres and/or lengths of fibres. The invention also 
relates to the use thereof as food coverings. 

(57) Zusammenfassung: Mindestens dreischichtige, coextrudierte, schlauchformige, biaxial gereckte nahtlose Schlauchhiille, ent- 
haltend von auBen nach innen betrachtet, a) eine auBere Schicht A, die als Hauptkomponente ein Polyamid oder eine Mischung 
mehrerer Polyamide enthalt, b) gegebenenfalls eine Schicht B, die sauerstoffsperrenden Charakter aufweist, c) gegebenehfalls eine 
Kernschicht C, die als Hauptkomponente ein Polyamid oder eine Mischung mehrerer Polyamide enthalt, d) eine, gegenuber der be- 
nachbarten Schicht C oder B oder A und der benachbarten Schicht E haftungsvermittelnd wirkenden Schicht D enthalt, und e) eine 
innere Schicht E, die als Hauptkomponente ein Polyamid oder eine Mischung mehrerer Polyamide enthalt, 0 gegebenenfalls weitere 
Schichten und Additive, wobei g) zumindest eine Schicht Naturfasern mit einerFaserlange im Bereich von 5 bis 10 000 um und/oder 
ein Naturfasergemisch aus verschiedenen Fasertypen und/oder Faserlangen enthalt. Ebenfalls beschrieben wird deren Verwendung 
als Nahrungsmittelhulle. 
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